
MECH MOD SAFETY
RESISTANCE CHART
The continuous discharge rating of most 18650 batteries is 20 amps.
If resistance is too low, amperage will become dangerously high

which could cause your battery to vent or worse.
What resistance (ohms) should you build your coils at to stay safe?

Dual-Battery
Parallel Mech

Single-Battery
Mech

Dual-Battery
Series Mech

4.2 volts
(fully charged)

    1 ohm = 2.1 amps
        .8 ohm = 2.625 amps
   .6 ohm = 3.5 amps
     .4 ohm = 5.25 amps
.3 ohm = 7 amps 

     .2 ohm = 10.5 amps
 .1 ohm = 21 amps .1 ohm = 21 amps

     .08 ohm = 26.25 amps

4.2 volts
(fully charged)

    1 ohm = 4.2 amps
     .8 ohm = 5.25 amps
.6 ohm = 7 amps 

     .4 ohm = 10.5 amps
 .3 ohm = 14 amps
 .2 ohm = 21 amps
 .1 ohm = 42 amps

8.4 volts
(fully charged)

  1 ohm = 8.4 amps
    .8 ohm = 10.5 amps
.6 ohm = 14 amps
.4 ohm = 21 amps
.3 ohm = 28 amps
.2 ohm = 42 amps
.1 ohm = 84 amps

    1 ohm = 2.1 amps
        .8 ohm = 2.625 amps
   .6 ohm = 3.5 amps
     .4 ohm = 5.25 amps
.3 ohm = 7 amps 

     .2 ohm = 10.5 amps
 .1 ohm = 21 amps .1 ohm = 21 amps

     .08 ohm = 26.25 amps

    1 ohm = 4.2 amps
     .8 ohm = 5.25 amps
.6 ohm = 7 amps 

     .4 ohm = 10.5 amps
 .3 ohm = 14 amps
 .2 ohm = 21 amps
 .1 ohm = 42 amps .1 ohm = 42 amps
  .08 ohm = 52.5 amps

  1 ohm = 8.4 amps
    .8 ohm = 10.5 amps
.6 ohm = 14 amps
.4 ohm = 21 amps
.3 ohm = 28 amps
.2 ohm = 42 amps
.1 ohm = 84 amps .1 ohm = 21 amps

     .08 ohm = 26.25 amps

    1 ohm = 4.2 amps
     .8 ohm = 5.25 amps
.6 ohm = 7 amps 

     .4 ohm = 10.5 amps
 .3 ohm = 14 amps
 .2 ohm = 21 amps
 .1 ohm = 42 amps .1 ohm = 42 amps
  .08 ohm = 52.5 amps

  1 ohm = 8.4 amps
    .8 ohm = 10.5 amps
.6 ohm = 14 amps
.4 ohm = 21 amps
.3 ohm = 28 amps
.2 ohm = 42 amps
.1 ohm = 84 amps.1 ohm = 84 amps
.08 ohm = 105 amps

DANGER ZONEUSE CAUTION

Ian and Chris say: Stay safe out there, vapers!
We hope this helps you build at the resistance

that’s right for your device!


